
FOUR    Cessna 182 Airspeed Limitations FOUR
KCAS KIAS

VNE = Never Exceed Speed 172 179 In Any Operation
VNO = Max. Structural Cruising Speed 139 143 Smooth Air Only
VA    = Maneuvering Speed

2950 pounds 109 111 No Full or Abrupt
2450 pounds 99 100 Control Movements
1950 pounds 89 89 Above This Speed

VFE = Max. Flaps Extended Speed
To 10* Flaps 137 140
10* -  40* Flaps 95 95

Maximum Open Window Speed 172 179

        Airspeed Indicator Markings
Marking KIAS or Range
White Arc 45-95           Full Flap Operating Range. Lower Limit is Max. Weight VSO In 

          Landing Configuration. Upper Limit Max. w/ Flaps Extended.

Green Arc 48-143           Normal Operating Range. Lower Limit Is Max. Weight VS at 

          Forward C.G. Upper limit Is Maximum Structural Cruising Speed.

Yellow Arc 143-179        Operation must be conducted with Caution
       And Only In Smooth Air.

Red Line 179        Maximum Speed For All Operations.

       Normal Cruise Power Settings
Pressure Alt. 2,000 4,000 6,000 Pressure Alt. 8,000 10,000 12,000

                              Standard Temperature  
KTAS KTAS KTAS KTAS KTAS KTAS

RPM / MP BHP    GPH BHP    GPH BHP    GPH RPM / MP BHP    GPH BHP    GPH BHP    GPH

2400 / 22 74/135/12.6 76/139/13.0 77/143/13.3 2400 / 21 74/143/12.7 71/143/12.2 *********
2400 / 21 69/132/11.8 71/136/12.1 73/139/12.4 2400 / 20 70/139/11.9 67/139/11.4 *********  
2400 / 20 65/128/11.1 66/132/11.3 68/136/11.6 2400 / 19 65/135/11.1 62/135/10.6 *********
2400 / 19 60/124/10.3 62/128/10.6 64/132/10.8 2400 / 18 60/131/10.3 57/130/ 9.8 64/139.10.9

2400 / 18 ********* ********* ********* 2400 / 17 ********* 10/130/ 9.8 59/133/10.1

2400 / 17 ********* ********* ********* 2400 / 16 ********* ********* 54/128/ 9.4

2300 / 23 75/136/12.8 76/140/13.1 ********* 2300 / 21 71/140/12.1 ********* *********
2300 / 22 70/133/12.0 72/136/12.3 74/140/12.6 2300 / 20 66/137/11.3 68/140/11.6 *********
2300 / 21 66/129/11.3 68/133/11.5 69/137/11.8 2300 / 19 62/132/10.6 64/136/10.9 *********
2300 / 20 62/125/10.5 63/129/10.8 65/133/11.1 2300 / 18 58/128/ 9.9 59/131/10.1 61/135/10.4

2300 / 19 ********* ********* 60/129/10.3 2300 / 17 ********* 55/126/ 9.4 56/130/ 9.7

2300 / 18 ********* ********* ********* 2300 / 16 ********* ********* 52/125/ 9.0

2200 / 23 70/133/12.0 72/136/12.3 ********* 2200 / 21 67/137/11.4 ********* *********
2200 / 22 66/129/11.3 68/133/11.6 69/137/11.9 2200 / 20 63/133/10.7 64/137/11.0 *********
2200 / 21 62/126/10.6 64/129/10.9 65/133/11.1 2200 / 19 58/129/10.0 60/132/10.2 *********
2200 / 20 58/122/ 9.9 59/126/10.2 61/129/10.4 2200 / 18 54/124/ 9.3 56/128/ 9.6 57/131/ 9.8

2200 / 19 ********* 55/121/ 9.5 57/125/ 9.7 2200 / 17 ********* 51/123/ 8.9 53/126/ 9.2

2200 / 18 ********* ********* ********* 2200 / 16 ********* ********* 49/120/ 8.5

2200 / 17 ********* ********* ********* 2200 / 15 ********* ********* 44/113/ 7.9

2100 / 23 66/129/11.2 67/133/11.5 ********* 2100 / 21 63/133/10.7 ********* *********
2100 / 22 62/127/10.5 63/129/10.8 65/133/11.1 2100 / 20 59/129/10.0 60/133/10.3 *********
2100 / 21 58/122/ 9.9 59/126/10.1 61/129/10.4 2100 / 19 54/124/ 9.4 56/128/ 9.6 *********
2100 / 19 54/118/ 9.3 51/117/ 8.9 53/121/ 9.2 2100 / 18 50/120/ 8.8 52/123/ 9.0 54/127/ 9.3

2100 / 18 50/114/ 8.7 51/117/ 8.9 49/116/ 8.6 2100 / 17 46/114/ 8.2 48/118/ 8.4 49/121/ 8.7

2100 / 17 ********* 43/107/ 7.8 45/110/ 8.0 2100 / 16 ********* 44/111/ 7.8 45/115/ 8.1

FOUR FOUR



THREE     Cessna 182 Landing Procedures THREE

Descent
   1.  Power -- AS DESIRED
   2.  Carburetor Heat -- AS REQUIRED to Prevent Carburetor Icing.
   3.  Mixture -- ENRICHEN as required.
   4.  Cowl Flaps -- CLOSED.
   5.  Wing Flaps -- AS DESIRED (0*-10* Below 140 KIAS, 10*-40* Below 95 KIAS.

Before Landing
1.  Seats, Belts, Harness -- ADJUST and LOCK
2.  Fuel Selector Valve --  BOTH
3.  Mixture -- RICH
4.  Carburetor Heat -- ON (apply full heat before closing throttle)
5.  Propeller -- HIGH RPM
6.  Autopilot (if Installed) -- OFF

Normal Landing
   1.  Airspeed -- 70 - 80 KIAS ( Flaps Up )
   2.  Wing Flaps -- AS DESIRED (0*-10* below 140 KIAS, 10*-40* Below 95 KIAS)
   3.  Airspeed -- 60 - 70 KIAS ( Flaps Down )
   4.  Trim -- ADJUST
   5.  Touchdown -- MAIN WHEELS FIRST
   6.  Landing Roll --  LOWER NOSE WHEEL GENTLY
   7.  Breaking -- MINIMUM REQUIRED

Balked Landing
1.  Power -- FULL THROTTLE and 2400 RPM
2.  Carburetor Heat -- COLD
3.  Wing Flaps -- RETRACT TO 20*
4.  Climb Speed --  55 KIAS
5.  Wing Flaps --  RETRACT SLOWLY after reaching 70 KIAS
6.  Cowl Flaps -- OPEN

After Landing
1.  Wing Flaps -- UP
2.  Carburetor Heat -- COLD
3.  Cowl Flaps -- OPEN 

Securing Airplane
1.  Parking Brake -- SET
2.  Avionics Power Switch, Electrical Equipment -- OFF
3.  Throttle -- IDLE
4.  Mixture -- IDLE CUT OFF (pull full out)
5.  Ignition Switch -- OFF
6.  Master Switch -- OFF
7.  Control Lock -- INSTALL
8.  Fuel Selector Valve -- RIGHT

THREE      This Check List is not to be used as a substitution for the Owners Manual. THREE


